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Principal Dimensions 
Length o.a. 140.60 mtr
Length pp  133.50 mtr 
Breadth mld   22.92 mtr 
Depth      11.80 mtr 
Draught        8.30 mtr 
Deadweight at Tscant 17.000 tdw
Deadweight design 15,400 ton 
Scantling draught 8,90 m
Tonnage abt. 10,650 GT

Tank capacity
Cargo tanks abt. 18,500 m 3 (100%)
Ballast water abt.   7,800 m 3

Heavy fuel oil abt.      780 m 3

Gas oil abt.      132 m 3

Potable water abt. 187 m 3

Technical freshwater        abt. 212 m 3

Cargo tanks
Fourteen duplex stainless steel cargo tanks suitable  for 
cargo with a maximum temperature of 65ºC and a 
specific gravity of 1.50 t/m 3 and partialy loaded up 
to 1.85 t/m 3

Class Notation
Class:  B.V. I + Hull + MACH

Oil Tanker ! Chemical Tanker ESP
+AUT-UMS, IG

Flag:    Marshall Islands
Rules:  SOLAS, MARPOL, IBC, USCG, 

OCIMF, FOSFA

Speed
At design draught a speed of 14 knots 
shall be obtained with 90% MCR and 15% 
sea margin.

Manifold crossover arrangement
Cargo: 8 x DN200/6 x DN125
Sloptanks: 1 x DN100
Vapour: 1x forward/1x aft.
Heavy fuel oil: 1x
Gas oil 1x

17,000 tdw Chemical / Oil Tanker

Cargo pumps
Each cargo tank shall be provided 
with an hydraulic driven centrifugal 
deepwell pump; capacity 8x 300 
and 6x120 m 3/h at 120 mic. Furthermore 
one portable emergency pump of 70 m 3/h

Cargo related equipment
"Nitrogen generator
"Manifold crane of 5 ton SWL at 18m 
reach

"Fresh water evapotar 20 ton/day
"Two cargo tank fans
"Two thermal oil boilers
"Thermal oil exhaust gas economizer 
on main engine

"Two tank washingmachines in each 
cargo tank and one in each slop tank

"Two deepwell ballast pumps in the cargo 
area of 500 m 3/h each

Accomodation
Modern, attractive and air-conditioned
accommodation for a complement of 
twenty-two in seventeen cabins shall be 
created in the three-tier deckhouse aft.

Propulsion/manoeuvring
Main propulsion consists of an approx. 6,480 kW
two-stroke diesel engine driving a 4,850 mm
diameter CP proppeller. An 800 kW bow 
thruster will be fitted.

Electrical generating plant
"Main power distribution at 3x 440 Volts/60Hz.
"Three diesel driven alternators running on HFO
"One emergency diesel alternator

Deck equipment/life saving
2 el. hydr. Windlasses on foreship, 1 el. hydr.
mooring winch aft, 1 el. hydr. anchor/mooring
winch aft, 3 liferafts, 2 on aftship and 1 on 
foreship, 1 free-fall lifeboat, 1 rescueboat.


